Salley

CCTV HARDWARE S5OLUTIOQONS

H9 H U B - Housing Series

LUGHTWHGHT  TOTAL WEATHER PROTECTION COMPLETEWITH ALUMINIUM SUNSHIELD & NEW BRACKET

Features

The H9 HUB is one of Salley’s most popular products for all
outdoor/indoor installations.  Made from an injection-
molded ABS/Fibreglass resin, the housing can custom fit
most CCD Cameras. It is available complete with the new
cable management bracket and two cable glands and the
H9 HUB also features a stylish aluminium sunshield, which
protects the housing from sunlight and harsh weather
conditions. The frontal window can be quickly removed and

together with the internal board, allows for easy access and

maintenance. A number of alternative Mounting Brackets

are available for sale with the H9, including an aluminium or

Product Options

nylon wall bracket.

Colours Available: - RAL9002 (off-white)
- Black
, Different Available Brackets
U NO HEATING REQUIRED
CCD Camera quoted upon request
Special-priced packages available for Dark Video
System, which includes llluminator (to be quoted
NO COOLING REQUIRED upon request)
Applications
Left: H9 pictured with
IR100 as Dark Video Large outdoor/indoor areas
System
Below: New Cable Extreme climate conditions

Management Bracket

Wash down applications
Acid/Alkali environment proof

Industrial Applications

Your distributor is: info@salleycorp.com
Specifications are subject to change without notice. www.salleycorp.com

FOR FURTHER INFORMATION ON THIS PRODUCT Tel. +39 0444 550 520

CONTACT SALLEY OR YOUR DISTRIBUTOR Fax. +39 0444 550 320
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Technical Specifications

Technical Drawings

MODEL SPECIFICATIONS

Model number

Fontal View
H9

Weight (unp acked)

-— 125mm —

1.76kg incl. Bracket (3.89 Ib)

IP Rating

IP 66

Housing Enclosure

Injection-molded
ABS/Fibreglass

Internal Heating/Cooling
Element

Not required

Operation Temperature”

-10°C to +50° C

Lens/Window

Flame-retardant VO-Margard

Colours

External (mm)

DIMENSIONS

RAL9002
Black*

-— WWsHl

320 (L) x 130 (W) x 110 (H)

Useful Internal
Dimensions (mm)

200 (L) x 90 (W) x 80 (H)

* Max operating temperature is —10° C. Special cabling should be used for operating
temperature below 10°c when heater is recommended.
* Other colours available upon request and subject to minimum quantity orders.

Accessories Included

Salley Guarantee

Camera Mounting Plate and Screws

Aluminium Sunshield

2 x PG9 Cable glands for external connection cables

All products have been produced using CE-certified material.
Salley Corporation offers a 12-month guarantee exclusively
for any defects arising from the manufacturing process and
only for products manufactured by Salley. Salley is not liable
for damages and defects arising from third party products or
actions.

B9 Polycarbonate wall mounting bracket or

AB Aluminium wall mounting bracket or

NEW CABLE MANAGEMENT BRACKET

Specifications are subject to change without notice.

FOR FURTHER INFORMATION ON THIS PRODUCT

CONTACT SALLEY OR YOUR DISTRIBUTOR

Your distributor is: info@salleycorp.com
www.salleycorp.com
Tel. +39 0444 550 520

Fax. +39 0444 550 320




